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" CTX beta 800 4A ™

(1 unit)
CTX beta 1250 4A
Circulation diameter mm 540
Maximum turning diameter mm 340
Revolver compartment (upper):
Travel X mm 270
Vertical travel Y mm +60
Longitudinal travel Z mm 1.200
Revolver compartment (lower):
Vertical travel Y mm +40
Travel X mm 195
Longitudinal travel Z mm 1.200
Bar diameter mm 65/75
Tool carrier DIN 69871 12 x VDI 40
Hydrobar IRCO, maximum dimension of bars mm 1.600
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CTX 510 ecoline (2 units)
Circulation diameter, max. mm 680

Circulation diameter over cross slide mm 465

Turning diameter, max. mm ? 465

Travel (X) mm 300

Longitudinal travel (Z) mm 1.050

Rapid traverse rate (X/Y) m/min 30/30

Bar passage mm % 90(1)

Chuck mm 250

Number of tool stations 12

Number of activated tool stations with C-axis

12
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(2 units)
CLX 550
Max. turning diameter mm 480
Max. work piece length with a tailstock (can be mm 1.225
machined)
Max. chuck size mm 400
Max. spindle motor speed rpm 3.250
Drive power rating (100% DC) kW 22 (AC)
Max. bar capacity diameter mm 102




CLX 450 (1 unit)
Max. turning diameter mm 400

Max. work piece length with a tailstock (can be mm 600

machined)

Max. chuck size mm 315

Max. spindle motor speed rpm 4.000

Drive power rating (100% DC) kw 17 (AC)

Max. bar capacity diameter mm 80
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(1 unit)

Max. turning diameter mm 320

Max. work piece length with a tailstock (can be mm 530

machined)

Max. chuck size mm 250

Max. spindle motor speed rpm 5.000

Drive power rating (100% DC) kW 11 (AC)

Max. bar capacity diameter mm 65




CTX 310 ecoline (2 units)
Circulation diameter, max. mm 330

Circulation diameter over cross slide mm 260

' Turning diameter, max. mm 200

Travel (X) mm 160

Longitudinal travel () mm 450

'Spindle head (Flat faced flange) mm 140h5

Bar passage mm 45

Number of tool stations 12

Number of activated tool stations with C-axis 6




(1 unit)

MAIER MLK 32 DY

Max. Machining diameter mm 20/26/32/36
Max. Headstock stroke mm 220 (320/450)
Web speed m/min 32

Drive power (60% ED): kW 5.5/(optional 7.5)
Max. Speed main spindle U/min 0-8.000

Full NC C - axis

Additional mechanical 5 ° indexing
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DMU 65 monoBlock (1 unit) 5 Axes

X-/ Y-/ Z-Axis mm 650 / 650 / 560
Rotational speed range min' 10.000
Rapid traverse rate X- / Y- / Z-Axis m/min 40
Swiveling rotary table mm 1.000 x 650
Maximum table load _ kg 1.800
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oMU 75 monoBLOCK*

i B, SRS

(1 unit) 5 Axes

DMU 75 monoBlock

X-/ Y-/ Z-Axis mm 750 / 650 / 560
Rotational speed range min™' 18.000
Rapid traverse rate X- / Y- / Z-Axis m/min 40
Swiveling rotary table mm 800 x 650
Maximum table load kg 600
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DMF 260/7 (1 unit)

X-axis travel mm 2.600
Y-axis travel mm 700
| Z-axis travel mm 700
Feed force N 8.000
'Speed range max/min 1-14.000
Tool holder (option) SK 40




(1 unit) 5 Axes

EcoMill 50

X-axis travel mm 500
Y-axis travel mm 450
Z-axis travel mm 400
Feed force N 4.500 speed range max. min' 12.000
Swivel range B axis degrees -5/+110
Tool holder (option) SK 40




CMX 50U

(1 unit) 5 Axes

Max X travels mm 500
Max Y travels mm 450
Max Z travels mm 400
Max. Table load kg 200
Table diameter mm 630
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(2 units) 5 Axes

DMU 50

Max X travels mm 500
Max Y travels mm 450
Max Z travels mm 400
Max. Table load kg 300
Table diameter mm 630
Table length mm 630
Table width mm 500




(_INDEX )

EcoMill 1035V

(5 units)
Travel X-Axis mm 1.035

Travel Y-Axis mm 560
Travel Z-Axis mm 510

Feed force N 5.000

Speed range max. min’' 12.000

Tool holder (Optional) SK 40
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Maho 1000C (2 units)

CNC milling machine Maho 1000C 3-Axes

Work area size mm 1.000 x 600 x 650
Tool carrier SK 50

Work table mm 120 x 800
Longitudinal travel (X,Y,Z -Axis) mm 1.000 x 560 x 800
Vertical spindle processing speed U/min 20-2.000
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Conventional machines:

1. Surface grinding machine (
2. Cylindrical grinding machine (
3. Conventional lathes ( 3 units)
4. Scissors for cutting sheet metal max. to 12 mm
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